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FIG. 3
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FIG. 6
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1
ATTACHMENT STRUCTURE FOR
VIBRATING MOTOR AND ELECTRONIC
DEVICE

CROSS-REFERENCE TO RELATED
APPLICATION

This application is based upon and claims the benefit of
priority from the prior Japanese Patent Application No. 2011-
180261, filed Aug. 22, 2011, the entire contents of which is
incorporated herein by reference.

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention relates to an attachment structure for
a vibrating motor used in electronic devices such as wrist-
watches and mobile phones, and an electronic device.

2. Description of the Related Art

A wristwatch structure is known in which a circuit board is
arranged in a housing inside a wristwatch case, a cut-out
portion is provided in the circuit board, and a vibrating motor
is arranged in an area corresponding to the cut-out portion, as
described in Japanese Patent Application Laid-Open (Kokai)
Publication No. 2011-112460.

SUMMARY OF THE INVENTION

An object of the present invention is to provide an attach-
ment structure for a vibrating motor capable of sufficiently
reducing the size of an entire device, preventing adverse
effects on the circuit board by vibration and efficiently trans-
mitting vibration to the device case, and an electronic device
using this attachment structure.

In order to achieve the above-described object, in accor-
dance with one aspect of the present invention, there is pro-
vided an attachment structure for a vibrating motor compris-
ing: a housing which is arranged within a device case and
houses a vibrating motor; and a circuit board which is pro-
vided with a cut-out section for forming a mounting space for
the vibrating motor, wherein the housing is housed within the
device case with a portion of the housing that corresponds to
the vibrating motor being in close contact with an inner sur-
face of the device case, and the circuit board is arranged in a
non-contact state relative to the housing.

In accordance with another aspect of the present invention,
there is provided an electronic device comprising: a device
case; a housing which is arranged within the device case and
houses a vibrating motor; and a circuit board which is pro-
vided with a cut-out section for forming a mounting space for
the vibrating motor and arranged in the housing, wherein the
housing is housed within the device case with a portion of the
housing that corresponds to the vibrating motor being in close
contact with an inner surface of the device case, and the
circuit board is arranged in a non-contact state relative to the
housing.

The above and further objects and novel features of the
present invention will more fully appear from the following
detailed description when the same is read in conjunction
with the accompanying drawings. It is to be expressly under-
stood, however, that the drawings are for the purpose of
illustration only and are not intended as a definition of the
limits of the invention.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG.1is an enlarged front view of an embodiment in which
the present invention has been applied to a wristwatch;
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2

FIG. 2 is an enlarged cross-sectional view of the wrist-
watch taken along line A-A in FIG. 1;

FIG. 3 is a further enlarged cross-sectional view of the
wristwatch in FIG. 2, which is showing the main section
thereof;

FIG. 4 is a cross-sectional view of the main section of the
wristwatch shown in FIG. 3, in which the case back has been
removed and separated from the wristwatch case;

FIG. 5 is an enlarged rear view of the timepiece module of
the wristwatch shown in FIG. 2;

FIG. 6 is also an enlarged rear view of the timepiece mod-
ule shown in FIG. 5, in which the vibrating motor has been
removed;

FIG. 7 is an enlarged rear view of the circuit board of the
timepiece module shown in FIG. 5;

FIG. 8 is also an enlarged rear view of the circuit board of
the timepiece module shown in FIG. 7, in which the lower
housing has been arranged thereon; and

FIG. 9 is an enlarged cross-sectional view showing the
main section of a variation example of the embodiment in
which the present invention has been applied to a wristwatch.

DETAILED DESCRIPTION OF THE PREFERRED
EMBODIMENTS

An embodiment in which the present invention has been
applied to a wristwatch will hereinafter be described with
reference to FIG. 1 to FIG. 8.

This wristwatch includes a wristwatch case 1, as shown in
FIG. 1 and FIG. 2.

The wristwatch case 1 is structured such that a bezel 3
made of a soft synthetic resin, such as urethane resin, is
provided in the outer periphery of a case body 2 made of a
hard synthetic resin, metal, or the like.

Inthis instance, a crystal 4 is attached on the upper opening
portion of the wristwatch case 1 via a gasket 44, and a case
back 5 is attached on the undersurface of the wristwatch case
1 by screws 5b via a water-proofing ring 5a.

In addition, a timepiece module 6 is arranged inside the
wristwatch case 1, as shown in FIG. 2.

Moreover, a plurality of button switches 7 are provided on
the side surface of the wristwatch case 1 as shown in FIG. 1,
and a front switch 8 is provided on the 6 0’ clock side of the top
surface of the wristwatch case 1 as shown in FIG. 1 and FIG.
2.

As shown in FIG. 2, the timepiece module 6 includes an
upper housing 10 and a lower housing 11 made of a hard
synthetic resin, and a circuit board 12 is arranged between
these upper and lower housings 10 and 11.

On the undersurface of the lower housing 11, a ground
plate 13 is arranged, and a plurality of hook sections 134 are
provided on the peripheral portion of this ground plate 13, as
shown in FIG. 5.

These hook sections 13a are structured to be locked to
locking sections 10a provided on the side surface of the upper
housing 10, as shown in FIG. 2 and FIG. 5.

As a result, the hook sections 13a of the ground plate 13
arranged on the undersurface of the lower housing 11 are
locked to the locking sections 10a provided on the side sur-
face of the upper housing section 10, with the circuit board 12
being held between the upper housing 10 and the lower hous-
ing 11, as shown in FIG. 2. Accordingly, the upper housing 10
and the lower housing 11 are integrally mounted in the wrist-
watch case 1.

In this instance, a dial 14 having a plurality of display
window sections 14a is arranged on the top surface of the
upper housing 10, as shown in FIG. 2 to FIG. 4.
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In addition, a battery housing section 16 that is open down-
ward and detachably houses a battery 15 is provided in the
lower housing 11, as shown in FIG. 2 to FIG. 6.

Moreover, a panel housing section 18 that houses a display
panel 17 and a motor housing section 21 that houses a vibrat-
ing motor 20 are provided in the upper housing 10, as shown
in FIG. 2 and FIG. 3.

This panel housing section 18 is an opening portion pro-
vided to pass through substantially the center of the upper
housing 10 in a vertical direction.

On the upper edge portion of the inner peripheral surface of
this opening portion, a shoulder section 18a with which the
underside ofthe edge portion of the display panel 17 comes in
contact is provided to project inward.

The display panel 17 is constituted by a flat-screen display
element, such as a liquid crystal display element or an elec-
troluminescent (EL) display element.

This display panel 17 electro-optically displays informa-
tion such as the time, and the displayed information is seen
from the outside through the plurality of display window
sections 144 of the dial 14.

The side portions of the display panel 17 are elastically
supported by interconnectors 22 to be within the panel hous-
ing section 18, as shown in FIG. 2 to FIG. 4.

These interconnectors 22 are structured by an alternating
array of conductive rubber and insulating rubber, and used to
electrically connect the display panel 17 and the circuit board
12, as shown in FIG. 2 to FIG. 4.

In this instance, the interconnectors 22 are arranged
between electrode sections (not shown) on the sides of the
display panel 17 and the connection electrode (not shown) of
the circuit board 12.

The upper end portions of the interconnectors 22 elasti-
cally press the side edges of the display panel 17 from below
against the shoulder section 184 of the panel housing section
18, and the lower end portions are elastically pressed against
the top surface of the circuit board 12.

As aresult, the display panel 17 is elastically supported to
be within the panel housing section 18 by the interconnectors
22, as shown in FIG. 2 to FIG. 3.

The circuit board 12 is elastically arranged in a non-contact
state with slight spacing between it and the upper housing 10,
$0 as not to come in contact with the upper housing 10 by the
interconnectors 22.

On the top surface and the undersurface of this circuit
board 12, various electronic components 19 required for
timepiece functions, such as a large-scale integrated circuit
(LSI) and a crystal oscillator, are provided.

The motor housing section 21 is provided underneath a
portion of the upper housing 10 on the 12 o’clock side, which
is open downward.

In this instance, a cut-out section 12q is provided corre-
sponding to the motor housing section 21 in the circuit board
12 to secure a mounting space for the vibrating motor 20.

As a result, a portion of the upper housing 10 projects
below the circuit board 12 through the cut-out section 12a in
the circuit board 12, without coming in contact with the
circuit board 12.

This downwardly projecting portion of the upper housing
10 is inserted into a cut-out section 11a of the lower housing
11 without coming in contact with the lower housing 11, as
shown in FIG. 3 and FIG. 4.

Consequently, the lower end portion of the upper housing
10 is positioned near the inner surface of the case back 5
without coming in contact therewith.
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As a result, the motor housing section 21 provided in the
downwardly projecting portion of the upper housing 10 is
positioned below the circuit board 12.

This portion of the upper housing 10, in which the motor
housing section 21 is provided, is arranged within the case
body 2 of the wristwatch case 1 with the outer peripheral
surface thereofbeing in close contact with the inner surface of
the case body 2, as shown in FIG. 3 and FIG. 4.

Inthis instance, a side surface portion of the motor housing
section 21 positioned on the battery housing section 16 side of
the lower housing 11 is open toward the cut-out section 11a of
the lower housing 11.

The vibrating motor 20 includes a motor main body section
20a and a vibration generating section 205 which are housed
within the motor housing section 21, as shown in FIG. 3 to
FIG. 5.

The motor main body section 20aq is structured such that a
coil generates a magnetic field, and the generated magnetic
field rotates a rotor.

The vibration generating section 205 is structured to gen-
erate vibrations by eccentrically rotating its weight portion by
the rotation of the rotor.

This vibrating motor 20 is structured such that, the motor
main body section 20a is fixed to the inner surface of the
motor housing section 21 by an adhesive material 23 such as
a double-sided adhesive tape, without the vibration generat-
ing section 205 coming in contact with the motor housing
section 21 or the circuit board 12.

In this instance, the vibrating motor 20 is arranged within
the cut-out section 11a of the lower housing 11 without the
outer peripheral surface thereof coming in contact with the
battery housing section 16 of the lower housing 11, as shown
in FIG. 3 and FIG. 4.

In addition, the outer peripheral surface of the motor main
body section 20a projecting downward from the motor hous-
ing section 21 is elastically pressed against the inner surface
of the case back 5 via a shock-absorbing member 24, as
shown in FIG. 3 and FIG. 4.

The shock-absorbing member 24 includes a protective
member 25 arranged on the lower outer peripheral surface of
the motor main body section 20a and an elastic member 26
arranged between the protective member 25 and the case back
5.

The protective member 25 is formed by a hard material
made of polycarbonate synthetic resin filled with a reinforce-
ment material such as metal particles, and protects the vibrat-
ing motor 20.

The elastic member 26 is formed by a soft elastic material
such as silicone or urethane rubber or an elastomer, and fills
the space between the protective member 25 and the case
back 5 by being compressed and deformed by the protective
member 25 and the case back 5.

When the case back 5 is arranged underneath the wrist-
watch case 1 and fastened by the screws 55 as shown in FIG.
4, the elastic member 26 of the shock-absorbing member 24 is
compressed and deformed by the fastening force of the
screws 5b, and then presses the hard protective member 25
against the vibrating motor 20.

As aresult, the elastic member 26 fills the space between
the vibrating motor 20 and the case back 5, and presses the
vibrating motor 20 into the motor housing section 21.

Next, the mechanism of the above-described vibrating
motor 20 will be described.

When the vibrating motor 20 is driven and generates vibra-
tion by the vibration generating section 205, the vibration is
transmitted to the upper housing 10.
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That is, since the lower outer periphery of the vibrating
motor 20 housed within the motor housing section 21 of the
upper housing 10 has been pressed upward by the case back 5
via the shock-absorbing member 24, and the vibrating motor
20 has been pressed into the motor housing section 21
thereby, the vibration of the vibrating motor 20 is unfailingly
and favorably transmitted to the upper housing 10.

The vibration transmitted to the upper housing 10 is then
transmitted to the case body 2 of the wristwatch case 1,
whereby the wristwatch case 1 vibrates.

That is, since the upper housing 10 has been arranged
within the case body 2 of the wristwatch case 1 with a portion
of'its outer peripheral surface provided with the motor hous-
ing section 21 being in close contact with the inner surface of
the case body 2, the vibration of the upper housing 10 is
unfailingly transmitted to the case body 2 as indicated by the
arrow in FIG. 3, whereby the wristwatch case 1 favorably
vibrates.

This vibration of the vibrating motor 20 is also transmitted
to the case back 5 via the shock-absorbing member 24, and
vibrates it.

That is, the shock-absorbing member 24 includes the pro-
tective member 25 arranged on the lower outer peripheral
surface of the motor main body section 20a and the elastic
member 26 arranged between the protective member 25 and
the case back 5, as described above. When the case back 5 is
arranged underneath the wristwatch case 1 and fastened by
the screws 54, the elastic member 26 of the shock-absorbing
member 24 is compressed and deformed by the fastening
force of the screws 55, and presses the hard protective mem-
ber 25 against the vibrating motor 20. As a result of this
structure, the vibration of the vibrating motor 20 is transmit-
ted to the case back 5 as indicated by the arrows in FIG. 3.

Even when the vibration of the vibrating motor 20 is trans-
mitted to the upper housing 10, the circuit board 12 and the
lower housing 11 do not receive much vibration.

That is, the circuit board 12 is arranged in a non-contact
state with a slight spacing between it and the upper housing
10, so as not to come in contact with the upper housing 10 via
the interconnectors 22.

As aresult, vibration transmitted to the upper housing 10 is
controlled not to be transmitted to the circuit board 12.

In this instance, the interconnectors 22, which electrically
connect the display panel 17 housed in the panel housing
section 18 of the upper housing 10 with the circuit board 12,
are structured by the alternating array of conductive rubber
and insulating rubber, and elastically arranged between the
display panel 17 and the circuit board 12.

Therefore, the interconnectors 22 can elastically absorb
vibration transmitted to the upper housing 10 in a manner that
the vibration is not transmitted to the circuit board 12.

Accordingly, adverse effects on the circuit board 12 by the
vibration of the vibrating motor 20 can be prevented.

As a result, damage or breakdown of the various electronic
components 19 such as the LSI and the crystal oscillator
provided on the top surface and the undersurface of the circuit
board 12 can be prevented from occurring.

The lower housing 11 is also arranged without coming into
contact with the upper housing 10, and accordingly vibration
transmitted to the upper housing 10 is not transmitted to the
lower housing 11.

Therefore, even when the upper housing 10 is being
vibrated by vibration of the vibrating motor 20, the vibration
is not transmitted to the circuit board 12 by the lower housing
11, and the circuit board 12 is not adversely affected by the
vibration of the vibrating motor 20.
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As a result, damage or breakdown of the various electronic
components 19 such as the LSI and the crystal oscillator
provided on the top surface and the undersurface of the circuit
board 12 can be prevented from occurring.

As described above, in the attachment structure for the
vibrating motor 20 where the circuit board 12 provided with
the cut-out section 12a for forming a mounting space for the
vibration motor 20 is arranged within the upper housing 10
which is arranged inside the wristwatch case 1 and houses the
vibrating motor 20, the upper housing 10 is housed inside the
wristwatch case 1 with a portion thereof that corresponds to
the vibrating motor 20 being in close contact with the inner
surface of the wristwatch case 1, and the circuit board 12 is
arranged in a non-contact state relative to the upper housing
10.

As aresult, the size of the entire wristwatch can be reduced,
adverse effects on the circuit board 12 by the vibration can be
prevented, and the vibration can be efficiently transmitted to
the wristwatch case 1 while preventing damage or breakdown
of the various electronic components 19 such as the L.SI and
the crystal oscillator provided on the top surface and the
undersurface of the circuit board 12.

That is, in this attachment structure for the vibrating motor
20, the vibrating motor 20 is housed within the motor housing
section 21 provided in the upper housing 10, and a portion of
the upper housing 10 which corresponds to the motor housing
section 21 is in close contact with the inner surface of the
wristwatch case 1.

As aresult, the vibration generated by the vibrating motor
20 can be unfailingly transmitted to the upper housing 10, and
the vibration of the vibrating motor 20 can be unfailingly and
favorably transmitted to the wristwatch case 1 via the upper
housing 10.

In addition, in the attachment structure for the vibrating
motor 20, the circuit board 12 is arranged in a non-contact
state relative to the upper housing 10. Therefore, the vibration
of the vibrating motor 20 transmitted to the upper housing 10
can be controlled so as to not be transmitted to the circuit
board 12.

As a result, the circuit board 12 can be prevented from
vibrating, and whereby adverse effects on the circuit board 12
by the vibrations can be prevented. In addition, the motor
housing section 21 of the upper housing 10 can be formed in
the same size as that of the vibrating motor 20, whereby the
mounting space of the vibrating motor 20 can be minimized,
and the size of the entire wristwatch can be sufficiently
reduced.

That is, in the attachment structure for the vibrating motor
20, the circuit board 12 is attached to the upper housing 10
with spacing therebetween via the interconnectors 22 that are
elastic members.

As a result of this structure, the circuit board 12 can be
arranged in a non-contact state relative to the upper housing
10 and, even when the upper housing 10 is vibrated by the
vibration of the vibrating motor 20, the vibration can be
elastically absorbed by the interconnectors 22.

As a result, adverse effects on the circuit board 12 by the
vibration of the vibrating motor 20 can be prevented. Damage
or breakdown of the various electronic components 19 such
as the LSI and the crystal oscillator provided on the top
surface and the undersurface of the circuit board 12 can be
prevented from occurring.

In this instance, the interconnectors 22, which are elastic
members, are structured to electrically connect the display
panel 17 attached to the upper housing 10 and the circuit
board 12, in a state of being arranged therebetween with
elasticity.
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Accordingly, the number of the components is not
increased, and therefore slight spacing can be elastically pro-
vided between the circuit board 12 and the upper housing 10
using an existing structure.

In addition, the circuit board 12 can be arranged in a non-
contact state relative to the upper housing 10.

As a result, adverse effects on the circuit board 12 by the
vibration of the vibrating motor 20 can be prevented.

Moreover, in the attachment structure for the vibrating
motor 20, the vibrating motor 20 is pressed into the motor
housing section 21 of the upper housing 10 by the case back
5 of the wristwatch case 1 via the shock-absorbing member
24.

Therefore, the vibration of the vibrating motor 20 can be
unfailingly and favorably transmitted to the upper housing 10,
and can also be transmitted to the case back 5 via the shock-
absorbing member 24. As a result, the case back 5 can also be
favorably vibrated.

In this instance, the shock-absorbing member 24 includes
the protective member 25 arranged on the lower outer periph-
eral surface of the motor main body section 20a and the
elastic member 26 arranged between the protective member
25 and the case back 5, as described above. When the case
back 5 is arranged underneath the wristwatch case 1 and
fastened by the screws 55, the elastic member 26 of the
shock-absorbing member 24 is compressed and deformed by
the fastening force of the screws 55, and unfailingly presses
the hard protective member 25 against the vibrating motor 20.

As a result of this structure, the vibration of the vibrating
motor 20 can be unfailingly and favorably transmitted to the
case back 5.

Furthermore, in the attachment structure for the vibrating
motor 20, although a portion of the upper housing 10 corre-
sponding to the motor housing section 21 downwardly
projects through the cut-out section 124 of the circuit board
12, this downwardly projecting portion is inserted into the
cut-out section 11a of the lower housing 11 arranged under-
neath the circuit board 12 without coming in contact there-
with.

Therefore, even when the upper housing 10 vibrates by the
vibration of the vibrating motor 20, the vibration is not trans-
mitted to the lower housing 11.

As a result, adverse effects on the circuit board 12 by the
vibration of the vibrating motor 20 can be prevented.

In the structure of the above-described embodiment, the
side surface portion of the motor housing section 21 of the
upper housing 10 which is located on the battery housing
section 16 side of the lower housing 11 opens into the cut-out
section 11a of the lower housing 11.

However, the side surface portion of the motor housing
section 21 is not necessarily required to open into the cut-out
section 11a of the lower housing 11, and a structure such as
that of a variation example shown in FIG. 9 may be adopted.

Specifically, in the variation example, a motor housing
section 30 formed into a semi-circular cylindrical shape is
provided in the upper housing 10.

With this structure, the vibrating motor 20 can be unfail-
ingly and favorably housed within the motor housing section
30, whereby vibration generated by the vibrating motor 20
can be unfailingly transmitted to the upper housing 10, and
the wristwatch case 1 can be favorably vibrated.

In addition, in the structures of the above-described
embodiment and the variation example, a portion of the upper
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housing 10 where the motor housing section 21 for housing
the vibrating motor 20 is located projects below the circuit
board 12 via the cut-out section 124 of the circuit board 12.

However, this portion of the upper housing 10, in which the
motor housing section 21 is located, is not necessarily
required to project below the circuit board 12, and a structure
may be adopted in which the portion of the upper housing 10,
in which the motor housing 21 is located, is arranged within
the cut-out section 12a of the circuit board 12, and the vibrat-
ing motor 20 is accordingly arranged above the circuit board
12.

Moreover, in the above-described embodiment and the
variation examples, the present invention has been applied to
a pointer type wristwatch.

However, the present invention is not necessarily required
to be applied to a wristwatch and may be applied to various
pointer type electronic clocks, such as travel clocks, alarm
clocks, mantelpiece clocks, and wall clocks.

In addition, the present invention is not necessarily
required to be applied to a clock, and may be widely applied
to electronic devices such as mobile phones.

While the present invention has been described with refer-
ence to the preferred embodiments, it is intended that the
invention be not limited by any of the details of the descrip-
tion therein but includes all the embodiments which fall
within the scope of the appended claims.

What is claimed is:

1. An attachment structure comprising:

ahousing which is arranged within a device case and which

houses a vibrating motor; and
a circuit board which is provided with a cut-out section for
forming a mounting space for the vibrating motor,

wherein the housing is housed within the device case with
aportion of the housing that corresponds to the vibrating
motor being in close contact with an inner surface ofthe
device case,

wherein the circuit board is attached to the housing with

spacing therebetween via an elastic member, and
wherein the elastic member is an interconnector that elec-
trically connects a display panel attached to the housing
and the circuit board in a state of being arranged between
the display panel and the circuit board with elasticity.

2. The attachment structure according to claim 1, wherein
the vibrating motor is pressed into the housing by a back
portion of the device case via a shock-absorbing member.

3. An electronic device comprising:

a device case;

a housing which is arranged within the device case and

which houses a vibrating motor; and

a circuit board which is provided with a cut-out section for

forming a mounting space for the vibrating motor and
arranged in the housing,

wherein the housing is housed within the device case with

aportion of the housing that corresponds to the vibrating
motor being in close contact with an inner surface ofthe
device case,

wherein the circuit board is attached to the housing with

spacing therebetween via an elastic member, and
wherein the elastic member is an interconnector that elec-
trically connects a display panel attached to the housing
and the circuit board in a state of being arranged between
the display panel and the circuit board with elasticity.
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